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High-quality copper cable with gold- 
plated conductors for HDMI to DVI 
digital video conversion required in 
multimedia environments.

Designed to maintain signal strength and deliver high-definition video, 
the CB-01 cable is perfect for multimedia installations featuring AG 
Neovo displays. The gold-plated connectors protect against corrosion 
that degrades high-definition TV and video signals. The CB-01 is also 
double shielded to eliminate electromagnetic or radio frequency  
interference, resulting in maximum display clarity for cutting-edge 
multimedia environments.

> HDMI to DVI connection

> Designed for HD video/audio signals

> Supports bandwidth up to 1080p

> Gold-plated conductors for maximum conductivity and longevity

> Double shielded from EMI and RFI interference

> Length: 1.8 m (5.9 ft)

Specifications X-

Connector Male

Female

Material

HDMI 19 Pin, Gold plated

DVI 24+1 Pin, Gold plated

PVC molded housing, double

shielded, jacket black

Cable Length 1.8 m (5.9 ft)

Dimensions Packaging (1 Set)

(W x H x D)

Packaging (1 Carton)

(W x H x D)

71 x 253 x 37 mm

(2.8” x 10.0” x 1.5”)

535 x 555 x 175 mm

(21.1” x 21.9” x 6.9” )

Weight Product Weight 

Packaged Product Weight 

0.16 kg (0.34 lbs)

0.21 kg (0.45 lbs)

Packing 1 Carton

1 Pallet

48 Sets

960 Sets

Regulation Approval Certifications & Compliance UL, RoHS

CB-01




