
FLIR FC�SERIES AI
Thermal AI Analytics Camera

Preliminary Only

Key Features:
• Robust CNN video analytics, reliably recognize humans and vehicles 

with high accuracy 

• Differentiate between true threats and false alarms, even when 
someone is attempting to deceive the system

• Target geolocation for situational awareness and precise handoff 
to a PTZ device

• Choose from 8 high-performance lenses from 8° to 90° �elds of view

• Cyber-hardened, seamless integration with Video Management 
Systems, including FLIR UVMS and 3rd party video management 
systems

Main Applications:
• Perimeter protection
• Large and small area protection
• Remote site monitoring

For more information contact Michael Deruttyer, Product Manager: 
michael.deruttyer@teledyne.com

SPECIFICATIONS

This product is subject to United States export regulations and may require US authorization prior to 
export, reexport, or transfer to non-US persons or parties. Diversion contrary to US law is prohibited. 
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Cyber security IEEE 802.1x, TLS/HTTPS, User authentication access con-
trol via �rewall, user credentials with policy enforcement, 
digest authentication

Environmental

IP rating (dust & water ingress)IP66 & IP67

Operating temperature range -50°C to 70°C/-58°F to 158°F (continuous operation) -50°C 
to 70°C/-58°F to 158°F (continuous operation)
-40°C to 70°C/-40°F to 158°F (cold start)

Storage temperature range -50°C to 85°C (-58°F to 185°F)

Humidity 0-95% relative humidity

Shock MIL-STD-810G “Transportation”

Vibration IEC 60068-2-27

Vandalism IK10 (except windows)

De-icing/Anti-icing MIL-STD-810 F, Method 521.2 – 6 mm ice, 120 minutes with 
POE+ FC-610 AI & FC-608 AI with cold weather kit

Warranty & Regulatory

Approvals CE: EN55032 Class A; FCC 47 CFR Part 15, Subpart B, Class 
A (within CISPR 22:2008 Class A limits)

Certi�cations
IEC 60068-2-1:2007; IEC 60068-2-2:2007; ISTA-1A 
(handling)

Compliance RoHS Directive 2011/65/EU; WEEE 2012/19/EU

Warranty Camera: 3 years  / Sensor: 10 years

Speci�cations are subject to change without notice. 

Optics

Model FOV f/number Focal Length

FC-690 AI 90° × 69° f/1.2 7.5 mm

FC-669 AI 69° × 56° f/1.4 9 mm

FC-644 AI 44° × 36° f/1.0 13 mm

FC-632 AI 32° x 26° f/1.0 19 mm

FC-625 AI 25° × 18° f/1.1 25 mm

FC-617 AI 17° × 14° f/1.1 35 mm

FC-610 AI 10° × 8.2° f/1.2 60 mm

FC-608 AI 8.6° × 6.6° f/1.1 75 mm


